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SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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2 MDC #100004
VACUUM FLANGE, 1-1/3" ROTATABLE MINI
1.33 O.D. x .63 I.D. x .28 THK. STAINLESS STEEL

304
1

1
304

STAINLESS STEEL.75 O.D. x .68 I.D. x .875 LG.
TUBING

1 MDC #480003

A

A

(Ø 4.620 [117.35])

FRAME

RING

P4102010107-2301013

4

1.81 x 1.81 x 9.49 LG.

1.980 O.D. x 1.502 I.D. x .750 THK.
304 OR 304L

COPPER

STAINLESS STEEL

OXYGEN FREE
1

1

VACUUM FLANGE, 4-5/8" NON-ROTATABLE
5 4.62 O.D. x .81 THK. STAINLESS STEEL

304
1

P4102010107-230102

P4102010107-230103

5.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

NOTES:

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
ANL DOCUMENT #410201-00095.

3.  FOR COMPLETE WELDING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2685C.

4.  FOR COMPLETE BRAZING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2664E.

9.00 [228.60]

ATMOSPHERE VACUUM

VAC. TIGHT
TIG

(1.62 [41.15])

FULL PENETRATION
VAC. TIGHT

(6.60 [167.64])

BRAZE VAC. TIGHT
SEE NOTE 4.
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